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The “acoustic double ﬁshnet” is a structure with holes running from its front to back faces, yet at a characteristic
frequency it transmits very little sound. The transmittance of this structure, which is comprised of a pair of closely
spaced, periodically perforated plates, is determined experimentally and analytically. The surprising acoustic
properties are due to hybridization between a two-dimensional resonance within the gap between the plates, and
pipe modes within the holes. At the center of the stop band the input impedance is imaginary, interpreted as a
negative product of effective bulk modulus and density.
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I. INTRODUCTION
Acoustic metamaterials are artiﬁcial structures, engineered
on the subwavelength scale to produce novel performance in
the control of sound. Signiﬁcant new research in the ﬁeld of
acoustic metamaterials began over 10 years ago, with one of
the earliest pioneering works showing that the transmittance
of a cubic array of composite spheres breaks the mass-density
transmission law by an order of magnitude.1 This spawned
further research into ﬁelds such as acoustic cloaking2–4 and
lensing.5–8 Explorations of the acoustic transmittance of per-
forated plates9–12 and, more recently, theoretical investigations
of pairs of perforated plates13–15 have followed. One approach
to characterizing the acoustic behavior of metamaterials is
through “effective” values for the bulk modulus K and mass
density ρ. Several structures have been shown to possess neg-
ative values of K and/or ρ at characteristic frequencies.16–18
The acoustic double ﬁshnet (ADF) structure (Fig. 1),
previously analyzed by Liu et al.,14 consists of two perfectly
rigid plates separated by a gap dg. Each plate is of thickness
dp and is perforated by holes of radius a in a square array of
pitch . The holes in one plate are aligned with the holes in
the other. The present study provides a combined analytical
and experimental exploration of the acoustic transmittance of
this structure.
II. THEORETICAL MODELS
A modal matching method was developed to model the
transmittance of the ADF. The pressure ﬁelds in regions
outside the plates (region 1 on the incident side of the structure,
region 3 between the plates, and region 5 on the transmitted
side) are matched to the ﬁelds in the holes in the two plates
(regions 2 and 4). In region 1 the pressure ﬁeld is a sum of the
normally incident unit planewave (wave number k0) and a two-
dimensional Fourier-Floquet expansion of diffracted orders
with wave vectors (km1,m2x ,km1,m2y ,km1,m2z ). The pressure ﬁeld
inside the holes of the ﬁrst and second plates (regions 2 and
4) is expanded in terms of the ﬁrst-order acoustic mode of the
cavities. Similar deﬁnitions for the pressure ﬁelds in regions
3–5 give the deﬁnitions for pressure ﬁelds in all ﬁve regions:
P1(x,y,z) = ψ0,0exp
(
ik0,0z z
)
+
∑
m1,m2
Rm1,m2ψm1,m2exp
(− ikm1,m2z z), (1a)
P2(x,y,z) = A1exp(ik0z) + A2exp(−ik0z), (1b)
P3(x,y,z) =
∑
m1,m2
B
m1,m2
1 ψ
m1,m2 exp
(
ikm1,m2z z
)
+
∑
m1,m2
B
m1,m2
2 ψ
m1,m2 exp
(−ikm1,m2z z) , (1c)
P4(x,y,z) = C1exp(ik0z) + C2exp(−ik0z), (1d)
P5(x,y,z) =
∑
m1,m2
T m1,m2ψm1,m2exp
(
ikm1,m2z z
)
, (1e)
where
ψm1,m2 = exp
[
i
(
kx + 2m1π

)
x
]
exp
[
i
(
ky + 2m2π

)
y
]
.
(2)
Note that we omit the time-dependent components of the
ﬁelds. Integer pairs (m1, m2) denote the diffracted orders
of the hole arrays of pitch  and the factors Rm1,m2 and
T m1,m2 describe the complex ﬁeld reﬂection and transmission
coefﬁcients for the pressure ﬁeld. The z component of thewave
vectors in the Fourier expansions can be written as
km1,m2z =
√
k20 −
(
kx + 2m1π

)2
−
(
ky + 2m2π

)2
. (3)
In order to eliminate the unknown sets A, B, and C, we
exploit the continuity conditions of pressure ﬁelds at the
boundaries: The pressure ﬁeld must be continuous at the
entrances and exits of the holes, while the normal component
of the pressure gradient must be continuous over the entire unit
cell. These boundary conditions give two continuity equations
for each interface of the structure. Solving these continuity
equations for R and T , eliminating the unknowns, yields
zero-order transmission functions
T 0,0 = k0
2k0,0z
4Q0,0− Q
0,0
+
exp(−2ik0dp) (πa2+S1)2πa2 − exp(2ik0dp) (πa
2+S1)2
πa2
(4a)
for a single ﬁshnet and
T 0,0 = k0
2k0,0z
4Q0,0− Q
0,0
+
D
, (4b)
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FIG. 1. Schematic of nine unit cells of the acoustic double ﬁshnet
(ADF) structure. This is comprised of a pair of identical plates of
thickness dp drilled with a square array of holes of radius a and pitch
 (in experiments a = 1.2 mm and = 8 mm), separated by a gap dg
which is small compared to the wavelength of the normally incident
planar sound waves.
where
D = exp(−2ik0dp)
(πa2 + S1)2
[(πa2 + S2)2 − S23]
2π2a4S3
+ exp(2ik0dplate)
(πa2 − S1)2
[(πa2 − S2)2 − S23]
2π2a4S3
− 2
(
π2a4 − S21
)(
π2a4 − S22 + S23
)
2π2a4S3
for the ADF structure, where
S1 =
∑
m1,m2
k0
2km1,m2z
Q
m1,m2− Q
m1,m2+ ,
S2 =
∑
m1,m2
icot
(
km1,m2z dgap
) k0
2km1,m2z
Q
m1,m2− Q
m1,m2+ , (4c)
S3 =
∑
m1,m2
icsc
(
km1,m2z dgap
) k0
2km1,m2z
Q
m1,m2− Q
m1,m2+ .
The overlap integrals Q between the (m1, m2)th diffracted
order and the acoustic cavity modes are given by
Q
m1,m2± =
∫
S
exp
[
±i
(
kx + 2πm1

)
x
]
× exp
[
±i
(
ky + 2πm2

)
y
]
dS, (5)
where the surface integral is over the circular entrance to the
cylindrical cavity.
Figure 2 (bottom panel) shows the predicted amplitude
transmission coefﬁcient of the ADF structure as a function
of frequency and plate thickness. The peaks in transmission
can be attributed to the resonance frequencies of the structure.
To interpret the results of the model, consider a unit cell
of the square array, centered on two aligned holes (see Fig. 1,
which shows nine unit cells). The two holes may be considered
as forming a single open-ended pipe with a resonant side
branch (i.e., a gap) at its midpoint. This pipe supports a set of
standing-wave modes. The even-order modes have a pressure
FIG. 2. (Top) Resonance frequencies of the ADF structure given
by Eqs. (6) and (7). Odd-order modes are solid lines and even-order
modes are dashed. (Bottom) Amplitude transmission coefﬁcient as a
function of frequency for varying plate thickness dp obtained using
Eqs. (1)–(5) with a = 1.2 mm,  = 8 mm, and dg = 0.47 mm. The
black regions correspond to transmission of less than 1%, and the
two shades of dark gray correspond to transmission of less than 5%
and 10%. The dashed white lines indicate the three plate thicknesses
for which experimental data were obtained, and the points labeled
A to I correspond to the pressure proﬁles in Fig. 3. The arrow on
the horizontal axis of the bottom panel indicates the frequency that
corresponds to f /fgap = 1; the arrow on the vertical axis of the bottom
panel indicates the plate thickness that corresponds to L/ = 1.
node halfway along the pipe and are not signiﬁcantly affected
by the presence of the gap. However, the odd-ordermodes have
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a pressure antinode halfway along the pipe and so are shifted in
frequency (compared to the no-gap case, i.e., a uniform pipe)
due to coupling to the mode in the gap region. The extent
of frequency shift for the odd-order modes is determined by
the acoustic input impedance of the gap, which exhibits a
minimum at a resonance frequency determined by the pitch 
of the square array.
The frequency of this “gap resonance” might be naively
estimated as fgap ≈ c/2 due to continuity requirements in
the ﬁelds at the edges of each unit cell, where c is the speed of
sound in air. Amore accurate expression fgap ≈ c/2.5 can be
obtained by considering the principal mode of the part of the
gap region associatedwith a unit cell, i.e., the lowest-frequency
mode of a square zone of the gap region, centered on a hole
(see Fig. 1).
The resonance frequencies of the even-order pipe modes
are given by
f = nc
2L
, (6)
where n is an even integer, c is the speed of sound, and L
is the effective pipe length (i.e., twice the plate thickness dp,
plus a small allowance for end corrections and for the plate
separation dg).
For the odd-order modes, the proﬁles for volume ﬂow rate
along the pipe are sinusoidal within each half of the pipe, but
include a discontinuity at the midpoint because of volume ﬂow
from the pipe into the gap region. (Corresponding discussion
of pressure proﬁles is included below, in relation to Fig. 3.)
This results in a shift of frequency for these modes, compared
to the no-gap case, the extent of which depends on the acoustic
input impedance of the gap (as mentioned above) and can be
calculated by considering the conservation of volume ﬂow
within the system. This calculation is summarized in the
FIG. 3. (Color online) Pressure proﬁles of the resonant peaks
labeled in Fig. 2. The shape of the even-order mode remains
essentially unchanged as the plate thickness varies; however, the
odd-order mode changes due to leakage into the gap region.
Appendix and results in the following relation:
f = − c
πL
tan−1
(
2X
Z
)
, (7)
where Z is the acoustic impedance for a traveling wave in the
pipe, and X is the input reactance of the gap, which exhibits
a resonance minimum at the frequency fgap. The predicted
resonance frequencies for both the even-order and odd-order
modes (normalized to the gap-resonance frequency fgap) are
shown in Fig. 2 (top panel) over a range of values for L
(normalized to the hole spacing ), i.e., over a range of plate
thicknesses dp.
Comparison of the two methods for ﬁnding the reso-
nance frequencies of the ADF shows a clear agreement,
despite the approximations involved in the analytical cal-
culation. This suggests that the insights provided by the
analytical calculation into the natures of the various modes
are also applicable to the transmission peaks calculated
using the modal matching method. As the frequency ap-
proaches the gap-resonance frequency fgap, either from above
or below, the odd-order modes (which are the modes affected
by coupling into the gap region) move towards the even-order
modes, and at the gap-resonance frequency the odd-order
modes coincide with the even-order modes.
As mentioned above, and elaborated upon in the Appendix,
the acoustic input impedance of the gap exhibits a resonance
minimum at the gap-resonance frequency fgap. At frequencies
close to fgap, the acoustic input impedance of the gap is
small and, due to the impedance mismatch at the interface
between the holes and the gap, transmission through the
structure is low and reﬂection from the structure is high. At
the gap-resonance frequency, transmission shows a minimum
and reﬂection shows a maximum—this is associated with
the imaginary part of the input impedance of the structure
becoming dominant at this frequency. If this impedance is
expressed as Zin = (Kρ)1/2, where K is an effective bulk
modulus and ρ is an effective density, a purely imaginary value
at the gap-resonance frequency implies a negative product of
K and ρ. (An approach based on input impedance has been
chosen here, so as to best illustrate the underlying physical
behavior—with such an approach it is not possible to consider
K and ρ separately.)
Further results from the modal-matching analysis are given
in Fig. 3, in the form of axial pressure proﬁles within the pairs
of holes in the structure. Proﬁles are shown for the case when
the frequency of the incident wave matches an even-order pipe
mode (the second mode, calculated at the points B, D, E, G,
I indicated in Fig. 2, bottom panel) and the case when the
frequency of the incident wave matches an odd-order pipe
mode (the ﬁrst mode, calculated at points A, C, E, which
becomes the third mode, calculated at points E, F, H). At point
E, at the frequency of the gap resonance, the modes coincide
and the pressure proﬁle is the sum of the antisymmetric
second mode and the symmetric ﬁrst/third mode; the odd and
even modes coexist and destructively interfere, resulting in
no transmission through the structure. The even-order modes,
which do not couple to the gap resonance, have a sinusoidal
proﬁle with corresponding frequencies in an even-harmonic
series, as indicated by Eq. (2). The odd-order modes, which
do couple to the gap resonance, have proﬁles that include
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a “kink” that derives from the leakage of volume ﬂow
into the gap. Because the odd-order proﬁles are not sinusoidal,
the resonance wavelengths are not in simple integer ratios to
the effective pipe length. Hence, the mode frequencies are
shifted from the odd-harmonic series of the no-gap case, as
shown by Eq. (3). The shift in frequency is upwards for fre-
quencies above the gap-resonance frequency and downwards
for frequencies below the gap-resonance frequency.
III. EXPERIMENT AND RESULTS
The acoustic transmittance through three ADF structures
has been measured experimentally using a collimated acoustic
beam arrangement with two spherical mirrors, radius of
curvature of 2 m, one creating an approximately plane wave
front at the sample and the other focusing the transmitted signal
onto a detector microphone. The three ADF structures consist
of pairs of square Perspex (Lucite) plates with side 200 mm
and thicknesses 3.0, 5.9, or 12.0 mm (indicated by the white
dashed lines in Fig. 2 (bottom). Each plate has holes of radii
1.2 mm arranged in a square array of pitch 8 mm. The plates
comprising each pair were clamped together with a separation
of either 0.47 or 0.94 mm, and arranged so that the holes were
accurately aligned. The transmission data are normalized to
the signal in the absence of a sample.
Figure 4 shows the experimentally determined transmit-
tance of each of the three pairs of plates separated by gaps
of 0.47 or 0.94 mm. Data were recorded between 10 and 42
kHz, the upper limit of the range corresponding to the onset
of diffraction. The data are clearly in good agreement with the
predictions from the modal matching method. (The frequency
sweeps for each plate thickness and dg = 0.47 mm are
represented by the dotted lines shown in Fig. 2, bottom panel.)
The transmittance drops to around − 35 dB or less (around 2%
in amplitude) at the center of the stop band for all six structures.
This residual transmission may be attributed to some acoustic
leakage around the sample. The experimental transmittance
FIG. 4. (Color online) Experimentally determined transmittance
(blue) and modal-matching theory (red) for ADFs with the following
plate thickness dp and gap dg: (a) 3 mm and 0.47 mm, (b) 3 mm
and 0.94 mm, (c) 5.9 mm and 0.47 mm, (d) 5.9 mm and 0.94 mm,
(e) 12 mm and 0.47 mm, (f) 12 mm and 0.94 mm.
FIG. 5. (Color online) Experimentally determined transmittance
of the ADF with dp = 3 mm (blue) and a single 5.9 mm perforated
plate (red).
does not reach unity at the resonances as predicted by the
modeling. This is most likely because the theoretical model
does not include the effects of viscous loss.
Figure 5 compares the experimentally determined transmit-
tance of the ADF comprising 3-mm-thick plates separated by
a gap of 0.47 mm, with that of a single 5.9-mm perforated
plate of the same pitch and hole diameter. The transmittance
of the ADF at the gap-resonance frequency is around 15 dB
less than the lowest value found for the single plate.
The dispersion behavior of the modes supported by the
ADF was also determined experimentally. The apparatus was
comprised of the same spherical mirror assembly described
earlier, with the sample mounted on an adjustable turntable
and behind an aperture. The angle-dependent transmittance is
presented as a dispersion plot in Fig. 6 (left). The theoretical
dispersion behavior in Fig. 6 (right) was determined using the
modal matching method, and shows compelling agreement
FIG. 6. (Left) Experimentally determined dispersion properties
of the ADF with dp = 12 mm separated by a gap dg = 0.47 mm. The
graph is incomplete as data could only be obtained between normal
incidence and an azimuth angle of 40◦. (Right) Theoretical dispersion
properties of the ADF with the same conﬁguration as the experiment.
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with both the experimental data and the predictions of
Christensen et al.13
According to the modeling for normal incidence, for a plate
thickness dp = 8.9 mm a transmittance of less than − 20 dB
(i.e., 10% in amplitude, 1% in intensity) is obtained over a
frequency range of 9–27 kHz. This is a remarkably broad stop
band considering the relative simplicity of the structure. This
stop band is readily tuned by adjusting the thickness of the
plates, the periodicity of the hole array, and the gap width. The
frequency range over which strong attenuation is achieved is
dependent upon the Q factor of the pipe resonances,9,10 and
to attain efﬁcient attenuation over a substantial range, holes
that are small in relation to the plate thickness are required.
Holes can be made as small as fabrication allows as, unlike
the electromagnetic case in metal plates, there is no cutoff
frequency for transmission.11
IV. CONCLUSION
The acoustic transmittance of the ADF structure has been
investigated both analytically and experimentally and good
agreement found. The structure has holes running from front to
back but, at the center of the stop band, acoustic transmission
is observed to be less than − 35 dB, i.e., less than 2% in
amplitude. This is a surprising result, and could be utilized
in situations where air ﬂow or unhindered line of sight
is important. (In practice, a solid plate in air is likely to
have a lower transmittance than the ADF in air, because of
viscous losses, imperfections, etc., in the ADF structure).
The low transmission at the center of the stop band is
characterized by a purely imaginary input impedance, which
can be associated with a negative product of effective bulk
modulus and density—equivalent to an inﬁnite tunnel barrier,
but produced by a structure of ﬁnite thickness.
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APPENDIX: NORMAL-MODE FREQUENCIES
OF AN OPEN-ENDED PIPE WITH A RESONANT
SIDE BRANCH AT ITS MIDPOINT
Consider an open-ended pipe with cross section S and
effective length L (corrected for end effects), running in
the x direction from x = −L/2 to x = +L/2. The pipe has
a resonant side branch at its midpoint, x = 0. Assume the
entrance to the side branch has negligible width in the x
direction. (The resonant side branch corresponds to the gap
resonance described in the paper, and the pipe corresponds to
two aligned holes.)
1. Even-order modes
The even-order pipe modes have a pressure node at x = 0
and so do not couple to the side branch. Hence the resonance
frequencies of the even-order modes are the same as for an
open-ended pipe with no side branch, given by
f = nc
2L
, (A1)
where n is an even integer and c is the speed of sound.
2. Odd-order modes
For the odd-order modes the acoustic pressure has nodes at
x = −L/2 and x = +L/2 and is symmetric about the point
x = 0. In the region 0  x  L/2 the acoustic pressure can
be represented by the standing wave
p1(x,t) = D[exp(i2πf t)] sin
[(
2πf
c
)(
x − L
2
)]
, (A2)
where D is a constant and f is the mode frequency. The
corresponding expression for the associated standing wave of
volume velocity in the region 0  x  L/2 is
U1(x,t) = i D
Z
[exp(i2πf t)] cos
[(
2πf
c
)(
x − L
2
)]
, (A3)
where Z is the acoustic impedance for a traveling wave in the
pipe. [Volume velocity is deﬁned in the positive x direction.
Equation (A3) may be obtained from Eq. (A2) using the
continuity equation ∂p1
∂t
= −Zc ∂U1
∂x
.]
At x = 0, Eqs. (A2) and (A3) give
p1(0,t) = −D[exp(i2πf t)] sin
(
πfL
c
)
(A4)
and
U1(0,t) = i D
Z
[exp(i2πf t)] cos
(
πfL
c
)
. (A5)
By a similar argument (considering the symmetry about
x = 0), the standing wave p2(x,t),U2(x,t) in the region
−L/2  x  0 gives, at x = 0,
p2(0,t) = −D[exp(i2πf t)] sin
(
πfL
c
)
(A6)
and
U2(0,t) = −i D
Z
[exp(i2πf t)] cos
(
πfL
c
)
. (A7)
The pressurep3(t) at the entrance to the side branch (x = 0)
can be obtained fromEq. (A4) [or equivalently fromEq. (A6)],
i.e.,
p3(t) = −D[exp(i2πf t)] sin
(
πfL
c
)
. (A8)
For reasons of continuity, the volume velocity U3(t) into
the side branch is the difference between the expressions in
Eqs. (A7) and (A5), i.e.,
U3(t) = U2(0,t) − U1(0,t) = −i 2D
Z
[exp(i2πf t)]
× cos
(
πfL
c
)
. (A9)
Additionally, p3(t) and U3(t) are related by the acoustic
input impedance of the side branch which, assuming a lossless
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side branch, is purely imaginary. Using Eqs. (A8) and (A9),
this relation can be written as
p3(t)
U3(t)
= Z
2i
tan
(
πfL
c
)
= iX, (A10)
where X is the input reactance of the side branch.
Equation (A10) may be rearranged to give an expression
for the frequencies of the odd-order modes:
f = − c
πL
tan−1
(
2X
Z
)
. (A11)
(Note that Z is independent of f , but X is a function of f ; see
below.)
For a resonant side branch with a resonance frequency fgap,
the input reactance at frequency f can be written as
X = −ZS
α
cot
(
π
2
f
fgap
)
, (A12)
where α is the cross section of the entrance to the side branch.
[This expression is easily derived for a resonant side branch
in the form of a closed pipe of uniform cross section α; for
a resonant side branch of a different geometry, Eq. (A12) is
only an approximation. Note that the input reactance X goes
to zero at the resonance frequency fgap.]
Equations (A11) and (A12) can be combined to give
tan
(
πfL
c
)
= 2S
α
cot
(
π
2
f
fgap
)
, (A13)
which can be solved numerically to obtain values for the
frequencies f of the odd-order normal modes. [The solutions
shown in the paper, for the case where the resonant side branch
corresponds to the gap resonance and hence Eq. (A12) is an
approximation, were obtained using an empirical value of 1.25
for the constant 2S/α.]
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